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load charts 

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.
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36-142 ft.
Fixed lengths

48,500 lbs. 100%
24'-0"

360o

Pounds (thousands)B

35.9’ 49.2’ 63.0’ 75.5’ 89.1’ 102.7’ 116.2’ 129.5’ 142.3’
Radius

8 * 220,000 
9 *185000

10 165,000 138,000 130,500 111,000 83,000 
12 151,000 138,000 129,500 111,000 83,000 
15 131,500 127,500 122,500 111,000 83,000 60,150 
20 105,500 105,500 101,000 99,400 81,500 60,150 44,500 33,450 
25 83,600 85,750 84,300 84,550 73,500 56,750 44,500 33,450 26,700 
30 70,150 70,600 70,350 65,600 50,100 44,250 33,450 26,700 
35 58,050 58,600 57,850 59,150 44,700 40,100 33,450 26,700 
40 48,050 48,950 48,250 49,550 40,150 36,250 32,850 26,700 
45 41,600 43,050 42,250 36,350 32,400 30,050 26,700 
50 37,000 37,450 36,600 32,650 29,550 27,550 25,950 
55 27,450 32,650 31,950 30,250 27,050 25,300 24,100 
60 28,700 27,950 28,200 24,900 23,350 22,350 
65 25,350 24,700 25,400 23,000 21,550 20,750 
70 22,100 22,700 21,200 20,000 19,300 
75 20,850 20,400 19,500 18,600 18,000 
80 19,100 18,450 18,400 16,650 16,100 
85 16,700 16,750 15,550 15,100 
90 15,250 15,600 14,300 14,150 
95 11,500 14,250 13,400 13,300 

100 13,050 12,700 12,350 
105 12,000 11,950 11,350 
110 11,000 10,400 
115 10,100 9,570 
120 9,360 8,780 
125 8,070 
130 7,420 
135 4,980 
140

* Requires special equipment

36-142 ft.
Fixed lengths

44,000 lbs. 100%
24'-0"

360o

Pounds (thousands)

35.9’ 49.2’ 63.0’ 75.5’ 89.1’ 102.7’ 116.2’ 129.5’ 142.3’
Radius

10 165,000 138,000 130,500 111,000 83,000 
12 151,000 138,000 129,500 111,000 83,000
15 131,500 127,500 122,500 111,000 83,000 60,150 
20 105,500 105,500 101,000 99,400 81,500 60,150 44,500 33,450 
25 82,900 84,900 83,600 84,550 73,500 56,750 44,500 33,450 26,700 
30 68,050 68,650 68,200 65,600 50,100 44,250 33,450 26,700 
35 56,000 56,450 55,700 57,050 44,700 40,100 33,450 26,700 
40 46,500 47,100 47,450 47,700 40,150 36,250 32,850 26,700 
45 40,300 41,500 40,650 36,350 32,400 30,050 26,700 
50 35,600 35,550 34,700 32,650 29,550 27,550 25,950 
55 27,450 30,800 30,050 30,250 27,050 25,300 24,100 
60 27,000 26,250 27,000 24,900 23,350 22,350 
65 23,850 23,550 23,850 22,350 21,550 20,750 
70 22,050 21,300 20,700 20,000 19,300 
75 19,800 19,100 19,400 18,050 18,000 
80 17,900 17,250 17,500 16,150 16,100 
85 15,650 15,950 15,050 15,100 
90 14,250 14,550 14,200 13,800 
95 11,500 13,250 13,150 12,550 

100 12,150 12,050 11,450 
105 11,100 11,050 10,450 
110 10,150 9,570 
115 9,330 8,760 
120 8,590 8,010 
125 7,330 
130 6,720 
135 4,980 
140



9

load charts 

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.
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36-142 ft.
Fixed lengths

26,000 lbs. 100%
24'-0"

360o

Pounds (thousands)

35.9’ 49.2’ 63.0’ 75.5’ 89.1’ 102.7’ 116.2’ 129.5’ 142.3’
Radius

10 165,000 138,000 130,500 111,000 83,000 
12 151,000 138,000 129,500 111,000 83,000 
15 128,500 127,500 122,500 111,000 83,000 60,150 
20 95,750 97,750 96,300 97,600 81,500 60,150 44,500 33,450 
25 72,700 74,650 75,250 74,750 73,500 56,750 44,500 33,450 26,700 
30 58,850 59,100 59,700 59,750 50,100 44,250 33,450 26,700 
35 46,850 47,850 47,700 46,800 44,700 40,100 33,450 26,700 
40 37,500 38,650 38,500 37,650 38,350 36,250 32,850 26,700 
45 32,100 31,950 31,900 32,000 30,300 30,050 26,700 
50 27,150 27,100 27,850 27,050 27,350 25,900 25,950 
55 21,850 24,250 24,050 23,250 23,550 23,350 22,700 
60 21,300 20,950 21,250 20,500 20,350 19,700 
65 18,750 18,450 18,700 18,300 17,850 17,200 
70 16,400 16,600 16,200 15,900 15,250 
75 14,750 14,950 14,550 14,150 13,500 
80 13,350 13,400 13,000 12,600 11,950 
85 12,050 11,650 11,250 10,600 
90 10,900 10,500 10,100 9,470 
95 7,430 9,480 9,070 8,450 
100 8,580 8,170 7,550 
105 7,770 7,360 6,740 
110 6,640 6,020 
115 6,000 5,380 
120 5,400 4,790 
125 4,260 
130 3,770 
135 3,330 
140

36-142 ft.
Fixed lengths

11,000 lbs. 100%
24'-0"

360o

Pounds (thousands)

35.9’ 49.2’ 63.0’ 75.5’ 89.1’ 102.7’ 116.2’ 129.5’ 142.3’
Radius

10 164,000 138,000 130,500 111,000 83,000 
12 147,000 138,000 129,500 111,000 83,000 
15 120,500 123,000 121,000 111,000 83,000 60,150 
20 84,900 86,900 87,500 86,750 81,500 60,150 44,500 33,450 
25 61,950 63,550 63,850 65,650 64,500 56,750 44,500 33,450 26,700 
30 46,400 47,550 47,400 46,400 45,400 44,250 33,450 26,700 
35 35,500 36,500 36,350 37,300 36,350 35,850 33,450 26,700 
40 28,100 29,250 30,400 30,000 30,000 29,500 29,350 26,700 
45 24,100 25,000 24,650 24,950 24,500 23,950 23,200 
50 20,000 20,900 20,850 20,800 20,350 19,900 19,150 
55 15,200 17,750 17,650 17,650 17,200 16,750 16,000 
60 15,300 15,250 15,250 14,800 14,350 13,700 
65 13,250 13,200 13,200 12,800 12,350 11,700 
70 11,500 11,500 11,100 10,700 10,050 
75 10,100 10,100 9,730 9,310 8,660 
80 8,920 8,930 8,530 8,110 7,470 
85 7,890 7,500 7,080 6,450 
90 7,000 6,600 6,190 5,560 
95 3,750 5,810 5,400 4,770 
100 5,120 4,700 4,080 
105 4,490 4,090 3,470 
110 3,530 2,910 
115 3,040 2,420 
120 2,580 1,970 
125 1,560 
130 1,190 
135
140



10

load charts

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.

T
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36-142 ft.
Fixed lengths

0 lbs. 100%
24'-0"

360o

Pounds (thousands)B

35.9’ 49.2’ 63.0’ 75.5’ 89.1’ 102.7’ 116.2’ 129.5’ 142.3’
Radius

10 158,500 138,000 130,500 111,000 83,000 
12 141,500 138,000 129,500 111,000 83,000 
15 110,000 112,000 111,500 111,000 83,000 60,150 
20 75,800 77,850 78,200 78,900 79,000 60,150 44,500 33,450 
25 48,000 50,650 51,950 51,750 50,650 49,800 44,500 33,450 26,700 
30 35,900 37,100 38,400 37,950 37,550 37,350 33,450 26,700 
35 26,450 27,850 28,900 28,850 28,850 28,300 27,750 26,700 
40 20,350 21,600 22,600 22,550 22,550 22,050 21,500 20,700 
45 17,300 18,200 18,150 18,150 17,700 17,150 16,400 
50 14,150 15,050 15,000 15,000 14,550 14,100 13,350 
55 10,000 12,550 12,500 12,500 12,100 11,650 10,950 
60 10,600 10,550 10,550 10,150 9,710 9,030 
65 9,040 8,980 8,980 8,570 8,140 7,470 
70 7,670 7,670 7,260 6,840 6,180 
75 6,570 6,560 6,160 5,740 5,090 
80 5,620 5,620 5,230 4,810 4,170 
85 4,820 4,420 4,010 3,370 
90 4,120 3,720 3,310 2,680 
95 1,050 3,100 2,690 2,070 

100 2,560 2,150 1,530 
105 2,070 1,670 1,050 
110 1,240 
115
120
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THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.
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Length and Type of Boom
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Operating radius in feet from axis of rotation

Dimensions area for largest Grove furnished hookblook 
and headache ball, with anti-two block activated.

34-142' manual lattice extension and two 16' inserts

working range
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THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.

T
M
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9

0
0

0
E

Pounds (thousands)

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°

30 13,650 
35 13,650 8,470 
40 13,650 8,470 
45 13,650 14,200 8,470 6,920 
50 13,650 14,200 12,200 8,470 6,920 5,520 
55 13,650 14,200 12,200 8,470 8,700 6,920 5,520 
60 13,650 14,200 12,200 8,470 8,670 6,920 7,440 5,520 
65 13,650 14,200 12,200 8,470 8,620 6,920 7,440 5,520 
70 13,650 14,100 12,200 8,470 8,380 6,920 7,440 5,520 5,680 
75 13,650 13,500 12,200 8,470 8,160 6,750 6,920 7,440 6,370 5,520 5,610 
80 12,950 12,900 12,200 8,470 7,940 6,640 6,920 7,440 6,370 5,520 5,550 5,330 
85 12,250 12,250 12,200 8,470 7,720 6,530 6,920 7,430 6,370 5,520 5,480 5,330 
90 11,600 11,600 11,850 8,470 7,530 6,440 6,920 7,330 6,370 5,520 5,420 5,330 
95 11,000 11,050 11,250 8,470 7,340 6,350 6,920 7,240 6,350 5,520 5,350 5,330 
100 10,450 10,500 10,700 8,470 7,170 6,280 6,920 7,140 6,270 5,520 5,290 5,290 
105 9,860 9,990 10,200 8,470 7,020 6,210 6,920 7,040 6,200 5,440 5,230 5,240 
110 9,290 9,510 9,720 8,340 6,870 6,140 6,920 6,840 6,140 5,350 5,160 5,200 
115 8,580 8,940 9,140 8,100 6,730 6,090 6,920 6,630 6,090 5,270 5,100 5,150 
120 7,850 8,170 8,330 7,770 6,610 6,050 6,710 6,430 6,040 5,180 5,040 5,110 
125 7,170 7,460 7,590 7,420 6,490 6,010 6,490 6,240 6,000 5,100 4,990 5,050 
130 6,560 6,810 6,910 7,040 6,390 5,990 6,270 6,050 5,970 5,010 4,920 4,990 
135 5,990 6,220 6,460 6,290 5,970 6,020 5,880 5,950 4,930 4,850 4,920 
140 5,480 5,660 5,940 6,200 5,970 5,740 5,710 5,800 4,840 4,760 4,860 
145 5,000 5,150 5,450 5,890 5,970 5,300 5,560 5,660 4,670 4,600 4,720 
150 4,560 4,680 5,000 5,400 5,590 4,840 5,320 5,530 4,520 4,460 4,580 
155 4,150 4,240 4,580 4,930 5,080 4,420 4,860 5,090 4,340 4,320 4,450 
160 3,780 4,190 4,500 4,020 4,420 4,620 3,950 4,190 4,320 
165 3,440 3,830 4,090 3,660 4,020 4,170 3,580 4,000 4,200 
170 3,490 3,710 3,310 3,630 3,230 3,620 3,810 
175 3,170 3,350 2,990 3,280 2,900 3,260 3,420 
180 2,880 3,000 2,690 2,940 2,600 2,920 3,050 
185 2,620 2,410 2,620 2,310 2,600 
190 1,830 2,150 2,310 2,040 2,300 
195 1,900 2,020 1,790 2,010 
200 1,680 1,560 1,740 
205 1,480 1,330 1,480 
210 1,120 1,230 

360o

O

142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Manual Offsettable
Swingaway

44,000 lbs. 100%
24'-0"

360o142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Manual Offsettable
Swingaway

48,500 lbs. 100%
24'-0"

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°

30 13,650 
35 13,650 8,470 
40 13,650 8,470 
45 13,650 14,200 8,470 6,920 
50 13,650 14,200 12,200 8,470 6,920 5,520 
55 13,650 14,200 12,200 8,470 8,700 6,920 5,520 
60 13,650 14,200 12,200 8,470 8,670 6,920 7,440 5,520 
65 13,650 14,200 12,200 8,470 8,620 6,920 7,440 5,520 
70 13,650 14,100 12,200 8,470 8,380 6,920 7,440 5,520 5,680 
75 13,650 13,500 12,200 8,470 8,160 6,750 6,920 7,440 6,370 5,520 5,610 
80 12,950 12,900 12,200 8,470 7,940 6,640 6,920 7,440 6,370 5,520 5,550 5,330 
85 12,250 12,250 12,200 8,470 7,720 6,530 6,920 7,430 6,370 5,520 5,480 5,330 
90 11,600 11,600 11,850 8,470 7,530 6,440 6,920 7,330 6,370 5,520 5,420 5,330 
95 11,000 11,050 11,250 8,470 7,340 6,350 6,920 7,240 6,350 5,520 5,350 5,330 
100 10,450 10,500 10,700 8,470 7,170 6,280 6,920 7,140 6,270 5,520 5,290 5,290 
105 9,860 9,990 10,200 8,470 7,020 6,210 6,920 7,040 6,200 5,440 5,230 5,240 
110 9,290 9,510 9,720 8,340 6,870 6,140 6,920 6,840 6,140 5,350 5,160 5,200 
115 8,750 8,980 9,260 8,100 6,730 6,090 6,920 6,630 6,090 5,270 5,100 5,150 
120 8,250 8,470 8,720 7,770 6,610 6,050 6,710 6,430 6,040 5,180 5,040 5,110 
125 7,790 7,990 8,210 7,420 6,490 6,010 6,490 6,240 6,000 5,100 4,990 5,050 
130 7,260 7,520 7,610 7,090 6,390 5,990 6,270 6,050 5,970 5,010 4,920 4,990 
135 6,670 6,890 6,770 6,290 5,970 6,020 5,880 5,950 4,930 4,850 4,920 
140 6,130 6,320 6,460 6,200 5,970 5,740 5,710 5,800 4,840 4,760 4,860 
145 5,630 5,780 6,070 6,130 5,970 5,470 5,560 5,660 4,670 4,600 4,720 
150 5,160 5,280 5,600 6,000 5,970 5,220 5,410 5,530 4,520 4,460 4,580 
155 4,740 4,820 5,160 5,520 5,660 4,980 5,180 5,410 4,360 4,320 4,450 
160 4,340 4,750 5,070 4,590 4,950 5,180 4,220 4,190 4,320 
165 3,990 4,370 4,640 4,200 4,560 4,720 4,020 4,060 4,200 
170 4,020 4,240 3,840 4,160 3,760 3,950 4,090 
175 3,690 3,860 3,500 3,790 3,420 3,770 3,930 
180 3,380 3,500 3,190 3,430 3,100 3,420 3,550 
185 3,080 2,890 3,100 2,800 3,090 
190 1,830 2,620 2,780 2,510 2,770 
195 2,360 2,480 2,250 2,470 
200 2,120 2,000 2,190 
205 1,910 1,770 1,920 
210 1,550 1,660 
215 1,340 
220 1,160 

load charts

Pounds (thousands)
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load charts 

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.
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Pounds (thousands)B

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°

30 13,650 
35 13,650 8,470 
40 13,650 8,470 
45 13,650 14,200 6,920 6,920
50 13,650 14,200 12,200 8,470 6,920 5,520
55 13,650 14,200 12,200 8,470 8,700 6,920 5,520
60 13,650 14,200 12,200 8,470 8,670 6,920 7,440 5,520
65 13,650 14,200 12,200 8,470 8,620 6,920 7,440 5,520
70 13,650 14,100 12,200 8,470 8,380 6,920 7,440 5,520 5,680
75 13,400 13,500 12,200 8,470 8,160 6,750 6,920 7,440 6,370 5,520 5,610 
80 11,900 12,600 12,200 8,470 7,940 6,640 6,920 7,440 6,370 5,520 5,550 5,330 
85 10,550 11,200 11,650 8,470 7,720 6,530 6,920 7,430 6,370 5,520 5,480 5,330 
90 9,380 9,990 10,400 8,470 7,530 6,440 6,920 7,330 6,370 5,520 5,420 5,330 
95 8,350 8,900 9,260 8,470 7,340 6,350 6,920 7,240 6,350 5,520 5,350 5,330 
100 7,440 7,940 8,250 8,000 7,170 6,280 6,920 7,140 6,270 5,520 5,290 5,290 
105 6,620 7,070 7,350 7,180 7,020 6,210 6,920 7,040 6,200 5,440 5,230 5,240 
110 5,890 6,300 6,540 6,430 6,870 6,140 6,330 6,840 6,140 5,350 5,160 5,200 
115 5,240 5,600 5,800 5,760 6,540 6,090 5,650 6,490 6,090 5,270 5,100 5,150 
120 4,640 4,970 5,130 5,160 5,870 6,050 5,040 5,820 6,040 5,000 5,040 5,110 
125 4,100 4,390 4,520 4,600 5,260 5,700 4,480 5,200 5,720 4,440 4,990 5,050 
130 3,600 3,860 3,960 4,100 4,700 5,090 3,970 4,640 5,100 3,930 4,650 4,990 
135 3,150 3,380 3,640 4,190 4,520 3,510 4,120 4,540 3,450 4,130 4,590 
140 2,740 2,930 3,210 3,710 4,000 3,070 3,650 4,010 3,020 3,650 4,070 
145 2,350 2,510 2,820 3,270 3,510 2,680 3,210 3,530 2,620 3,200 3,590 
150 2,000 2,130 2,460 2,860 3,060 2,310 2,800 3,080 2,250 2,790 3,130 
155 1,680 1,770 2,120 2,480 2,630 1,970 2,410 2,650 1,900 2,410 2,710 
160 1,390 1,810 2,130 1,650 2,060 2,260 1,580 2,050 2,320 
165 1,120 1,520 1,790 1,360 1,720 1,880 1,290 1,710 1,950 
170 1,250 1,480 1,080 1,410 1,010 1,400 1,600 
175 1,000 1,180 1,110 1,110 1,270 

360o142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Manual Offsettable
Swingaway

26,000 lbs. 100%
24'-0"
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working range

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.
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Operating radius in feet from axis of rotation

Dimensions area for largest Grove furnished hookblook 
and headache ball, with anti-two block activated.

33-56' hydraulic lattice extension with two 16' inserts
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THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.
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360o

Pounds (thousands)B

142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Hydraulic Luffing Swingaway/
Stationary

48,500 lbs. 100%
24'-0"

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 5° 5°-20° 20°-40° 5° 5°-20° 20°-40° 5° 5°-20° 20°-40° 5° 5°-20° 20°-40°

35 13,800 
40 13,800 8,600 
45 13,800 13,800 8,600 
50 13,800 13,800 12,200 8,600 7,000 5,520 
55 13,800 13,800 12,000 8,600 8,600 7,000 5,520 
60 13,800 13,800 12,200 8,600 8,600 7,000 7,000 5,520 
65 13,800 13,800 12,200 8,600 8,600 7,000 7,000 5,520 
70 13,800 13,800 12,200 8,600 8,380 7,000 7,000 5,520 5,520 
75 13,600 13,450 12,200 8,600 8,160 6,750 7,000 7,000 6,360 5,520 5,520 
80 12,900 12,850 12,200 8,600 7,930 6,640 7,000 7,000 6,360 5,520 5,520 5,300 
85 12,200 12,200 12,200 8,600 7,720 6,530 7,000 7,000 6,360 5,520 5,460 5,300
90 11,550 11,550 11,550 8,600 7,530 6,440 7,000 7,000 6,360 5,520 5,400 5,300 
95 10,950 10,950 11,000 8,600 7,340 6,350 7,000 7,000 6,350 5,520 5,330 5,300 

100 10,400 10,400 10,450 8,370 7,170 6,270 7,000 7,000 6,270 5,440 5,270 5,270
105 9,870 9,870 9,940 8,130 7,010 6,200 7,000 7,000 6,200 5,350 5,210 5,210 
110 9,290 9,290 9,460 7,890 6,870 6,140 7,000 6,810 6,140 5,270 5,140 5,140 
115 8,750 8,750 8,930 7,670 6,730 6,090 6,800 6,600 6,090 5,180 5,080 5,080 
120 8,250 8,250 8,420 7,460 6,610 6,050 6,580 6,400 6,040 5,100 5,020 5,020 
125 7,780 7,780 7,940 7,260 6,490 6,010 6,360 6,200 6,000 5,020 4,970 4,970 
130 7,280 7,280 7,460 7,080 6,390 5,990 6,160 6,020 5,970 4,940 4,890 4,890 
135 6,680 6,680 6,760 6,260 5,970 5,960 5,840 5,840 4,860 4,820 4,820 
140 6,130 6,130 6,470 6,200 5,970 5,730 5,680 5,680 4,760 4,720 4,720 
145 5,620 5,620 6,150 6,130 5,970 5,460 5,460 5,520 4,600 4,570 4,570 
150 5,150 5,150 5,660 5,660 5,950 5,210 5,210 5,370 4,450 4,420 4,420 
155 4,710 4,710 5,210 5,210 5,470 4,970 4,970 5,130 4,300 4,280 4,280 
160 4,310 4,790 4,790 4,630 4,630 4,890 4,160 4,150 4,150 
165 3,940 4,400 4,400 4,240 4,240 4,500 4,020 4,020 4,020 
170 4,040 4,040 3,870 3,870 3,800 3,800 3,910 
175 3,690 3,690 3,520 3,520 3,450 3,450 3,710 
180 3,370 3,370 3,200 3,200 3,120 3,120 3,350 
185 3,040 2,860 2,860 2,790 2,790 
190 2,540 2,540 2,460 2,460 
195 2,230 2,230 2,160 2,160 
200 1,940 1,870 1,870 
205 1,660 1,590 1,590 
210 1,330 1,330 
215 1,080 

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 5°-20° 20°-40° 5°-20° 20°-40° 5°-20° 20°-40° 5°-20° 20°-40°

35
40
45 13,800 
50 13,800 12,200 
55 13,800 12,200 8,130 
60 13,800 11,950 7,790 7,000 
65 13,350 11,700 7,490 7,000 
70 12,900 11,500 7,210 6,810 5,520 
75 12,450 11,350 6,940 6,000 6,600 5,470 5,520 
80 12,100 11,150 6,690 5,880 6,410 5,380 5,520 4,960 
85 11,750 11,000 6,460 5,760 6,230 5,290 5,460 4,890 
90 11,400 10,850 6,260 5,660 6,050 5,210 5,400 4,820 
95 10,950 10,750 6,060 5,550 5,880 5,140 5,330 4,760 

100 10,400 10,450 5,880 5,460 5,730 5,070 5,270 4,700 
105 9,870 9,940 5,700 5,380 5,580 5,000 5,210 4,640 
110 9,290 9,460 5,550 5,300 5,450 4,940 5,140 4,590 
115 8,750 8,930 5,400 5,230 5,320 4,880 5,080 4,540 
120 8,250 8,420 5,260 5,170 5,200 4,830 5,020 4,500 
125 7,780 7,940 5,130 5,110 5,080 4,780 4,970 4,450 
130 7,280 7,460 5,010 5,010 4,970 4,730 4,890 4,410 
135 6,680 4,900 4,900 4,870 4,690 4,810 4,380 
140 6,130 4,780 4,790 4,780 4,660 4,720 4,340 
145 5,620 4,630 4,690 4,690 4,620 4,570 4,310 
150 5,150 4,480 4,610 4,540 4,600 4,420 4,290 
155 4,710 4,340 4,520 4,410 4,520 4,280 4,260 
160 4,220 4,290 4,450 4,150 4,150 
165 4,090 4,170 4,380 4,020 4,020 
170 3,980 3,870 3,800 3,910 
175 3,690 3,520 3,450 3,710 
180 3,370 3,200 3,120 3,350 
185 2,860 2,790 
190 2,540 2,460 
195 2,230 2,160 
200 1,870 
205 1,590 
210 1,330 
215

load charts 

Pounds (thousands)B

360o

O

142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Hydraulic Luffing Swingaway/
Loads Luffing

48,500 lbs. 100%
24'-0"
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load charts

THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.
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Pounds (thousands)

Pounds (thousands)

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 5°-20° 20°-40° 5°-20° 20°-40° 5°-20° 20°-40° 5°-20° 20°-40°

35
40
45 13,800 
50 13,800 12,200 
55 13,800 12,200 8,130 
60 13,800 11,950 7,790 7,000 
65 13,350 11,700 7,490 7,000 
70 12,900 11,500 7,210 6,810 5,520 
75 12,450 11,350 6,940 6,000 6,600 5,470 5,520 
80 12,100 11,150 6,690 5,880 6,410 5,380 5,520 4,960 
85 11,750 11,000 6,460 5,760 6,230 5,290 5,460 4,890 
90 11,400 10,850 6,260 5,660 6,050 5,210 5,400 4,820 
95 10,950 10,750 6,060 5,550 5,880 5,140 5,330 4,760 

100 10,400 10,450 5,880 5,460 5,730 5,070 5,270 4,700 
105 9,870 9,940 5,700 5,380 5,580 5,000 5,210 4,640 
110 9,290 9,460 5,550 5,300 5,450 4,940 5,140 4,590 
115 8,630 8,890 5,400 5,230 5,320 4,880 5,080 4,540 
120 7,880 8,110 5,260 5,170 5,200 4,830 5,020 4,500 
125 7,200 7,400 5,130 5,110 5,080 4,780 4,970 4,450 
130 6,580 6,750 5,010 5,010 4,970 4,730 4,890 4,410 
135 6,000 4,900 4,900 4,870 4,690 4,810 4,380 
140 5,480 4,780 4,790 4,780 4,660 4,720 4,340 
145 4,990 4,630 4,690 4,690 4,620 4,570 4,310 
150 4,540 4,480 4,610 4,540 4,600 4,420 4,290 
155 4,130 4,340 4,520 4,410 4,520 4,280 4,260 
160 4,220 4,070 4,360 4,010 4,150 
165 3,860 3,690 3,950 3,630 3,930 
170 3,510 3,340 3,270 3,550 
175 3,180 3,010 2,940 3,190 
180 2,880 2,700 2,620 2,860 
185 2,410 2,330 
190 2,130 2,050 
195 1,880 1,790 
200 1,530 
205 1,260 
210 1,010 

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 5° 5°-20° 20°-40° 5° 5°-20° 20°-40° 5° 5°-20° 20°-40° 5° 5°-20° 20°-40°

35 13,800 
40 13,800 8,600 
45 13,800 13,800 8,600
50 13,800 13,800 12,200 8,600 7,000 5,520 
55 13,800 13,800 12,200 8,600 8,600 7,000 5,520 
60 13,800 13,800 12,200 8,600 8,600 7,000 7,000 5,520 
65 13,800 13,800 12,200 8,600 8,600 7,000 7,000 5,520 
70 13,800 13,800 12,200 8,600 8,380 7,000 7,000 5,520 5,520 
75 13,600 13,450 12,200 8,600 8,160 6,750 7,000 7,000 6,360 5,520 5,520 
80 12,900 12,850 12,200 8,600 7,930 6,640 7,000 7,000 6,360 5,520 5,520 5,300 
85 12,200 12,200 12,200 8,600 7,720 6,530 7,000 7,000 6,360 5,520 5,460 5,300 
90 11,550 11,550 11,550 8,600 7,530 6,440 7,000 7,000 6,360 5,520 5,400 5,300 
95 10,950 10,950 11,000 8,600 7,340 6,350 7,000 7,000 6,350 5,520 5,330 5,300 
100 10,400 10,400 10,450 8,370 7,170 6,270 7,000 7,000 6,270 5,440 5,270 5,270 
105 9,870 9,870 9,940 8,130 7,010 6,200 7,000 7,000 6,200 5,350 5,210 5,210 
110 9,290 9,290 9,460 7,890 6,870 6,140 7,000 6,810 6,140 5,270 5,140 5,140 
115 8,630 8,630 8,890 7,670 6,730 6,090 6,800 6,600 6,090 5,180 5,080 5,080 
120 7,880 7,880 8,110 7,460 6,610 6,050 6,580 6,400 6,040 5,100 5,020 5,020 
125 7,200 7,200 7,400 7,260 6,490 6,010 6,360 6,200 6,000 5,020 4,970 4,970 
130 6,580 6,580 6,750 7,080 6,390 5,990 6,160 6,020 5,970 4,940 4,890 4,890 
135 6,000 6,000 6,560 6,290 5,970 5,960 5,840 5,840 4,860 4,820 4,820 
140 5,480 5,480 6,020 6,020 5,970 5,730 5,680 5,680 4,760 4,720 4,720 
145 4,990 4,990 5,520 5,520 5,850 5,370 5,370 5,520 4,600 4,570 4,570 
150 4,540 4,540 5,060 5,060 5,350 4,910 4,910 5,260 4,450 4,420 4,420 
155 4,130 4,130 4,630 4,630 4,890 4,470 4,470 4,790 4,300 4,280 4,280 
160 3,740 4,230 4,230 4,070 4,070 4,360 4,010 4,010 4,150 
165 3,390 3,860 3,860 3,690 3,690 3,950 3,630 3,630 3,930 
170 3,510 3,510 3,340 3,340 3,270 3,270 3,550 
175 3,180 3,280 3,010 3,010 2,940 2,940 3,190 
180 2,880 2,880 2,700 2,700 2,620 2,620 2,860 
185 2,590 2,410 2,410 2,330 2,330 
190 2,130 2,130 2,050 2,050 
195 1,880 1,880 1,790 1,790 
200 1,600 1,530 1,530 
205 1,330 1,260 1,260 
210 1,010 1,010 

360o142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Hydraulic Luffing Swingaway/
Stationary

44,000 lbs. 100%
24'-0"

360o142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Hydraulic Luffing Swingaway/
Loads Luffing

44,000 lbs. 100%
24'-0"
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THIS CHART IS ONLY A GUIDE AND SHOULD NOT BE USED TO OPERATE THE CRANE. The individual crane’s load chart,
operating instructions and other instructional plates must be read and understood prior to operating the crane.

load charts 

Pounds (thousands)

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 5° 5°-20° 20°-40° 5° 5°-20° 20°-40° 5° 5°-20° 20°-40° 5° 5°-20° 20°-40°

35 13,800 
40 13,800 8,600 
45 13,800 13,800 8,600 
50 13,800 13,800 12,200 8,600 7,000 5,520 
55 13,800 13,800 12,200 8,600 8,600 7,000 5,520 
60 13,800 13,800 12,200 8,600 8,600 7,000 7,000 5,520 
65 13,800 13,800 12,200 8,600 8,600 7,000 7,000 5,520 
70 13,800 13,800 12,200 8,600 8,380 7,000 7,000 5,520 5,520 
75 13,550 13,450 12,200 8,600 8,160 6,750 7,000 7,000 6,360 5,520 5,520 
80 12,000 12,000 12,200 8,600 7,930 6,640 7,000 7,000 6,360 5,520 5,520 5,300 
85 10,650 10,650 11,150 8,600 7,720 6,530 7,000 7,000 6,360 5,520 5,460 5,300 
90 9,490 9,490 9,930 8,600 7,530 6,440 7,000 7,000 6,360 5,520 5,400 5,300 
95 8,450 8,450 8,850 8,600 7,340 6,350 7,000 7,000 6,350 5,520 5,330 5,300 
100 7,520 7,520 7,880 8,220 7,170 6,270 7,000 7,000 6,270 5,440 5,270 5,270 
105 6,690 6,690 7,020 7,370 7,010 6,200 7,000 7,000 6,200 5,350 5,210 5,210 
110 5,950 5,950 6,250 6,610 6,610 6,140 6,510 6,510 6,140 5,270 5,140 5,140 
115 5,280 5,280 5,550 5,920 5,920 6,090 5,810 5,810 6,090 5,180 5,080 5,080 
120 4,680 4,680 4,910 5,300 5,300 5,820 5,180 5,180 5,760 5,100 5,020 5,020 
125 4,130 4,130 4,330 4,730 4,730 5,210 4,610 4,610 5,140 4,580 4,580 4,970 
130 3,620 3,620 3,810 4,210 4,210 4,650 4,090 4,090 4,580 4,050 4,050 4,580 
135 3,160 3,160 3,740 3,740 4,140 3,610 3,610 4,060 3,570 3,570 4,060 
140 2,740 2,740 3,300 3,300 3,670 3,170 3,170 3,590 3,120 3,120 3,580 
145 2,350 2,350 2,900 2,900 3,230 2,760 2,760 3,140 2,710 2,710 3,140 
150 1,990 1,990 2,520 2,520 2,820 2,380 2,380 2,730 2,330 2,330 2,730 
155 1,660 1,660 2,180 2,180 2,440 2,030 2,030 2,350 1,980 1,980 2,340 
160 1,350 1,850 1,850 1,700 1,700 1,990 1,650 1,650 1,990 
165 1,070 1,550 1,550 1,400 1,400 1,660 1,340 1,340 1,650 
170 1,270 1,270 1,110 1,110 1,050 1,050 1,340 
175 1,010 1,010 1,040 

Pounds (thousands)B

142.3’ + 33’ 142.3’ + 56’ 142.3’ + 72’ 142.3’ + 88’
Radius 5°-20° 20°-40° 5°-20° 20°-40° 5°-20° 20°-40° 5°-20° 20°-40°

35
40
45 13,800 
50 13,800 12,200 
55 13,800 12,200 8,130 
60 13,800 11,950 7,790 7,000
65 13,350 11,700 7,490 7,000 
70 12,900 11,500 7,210 6,810 5,520 
75 12,450 11,350 6,940 6,000 6,600 5,470 5,520 
80 12,000 11,150 6,690 5,880 6,410 5,380 5,520 4,960 
85 10,650 11,000 6,460 5,760 6,230 5,290 5,460 4,890 
90 9,490 9,930 6,260 5,660 6,050 5,210 5,400 4,820 
95 8,450 8,850 6,060 5,550 5,880 5,140 5,330 4,760 

100 7,520 7,880 5,880 5,460 5,730 5,070 5,270 4,700 
105 6,690 7,020 5,700 5,380 5,580 5,000 5,210 4,640 
110 5,950 6,250 5,550 5,300 5,450 4,940 5,140 4,590 
115 5,280 5,550 5,400 5,230 5,320 4,880 5,080 4,540 
120 4,680 4,910 5,260 5,170 5,180 4,830 5,020 4,500 
125 4,130 4,330 4,730 5,110 4,610 4,780 4,580 4,450 
130 3,620 3,810 4,210 4,650 4,090 4,580 4,050 4,410 
135 3,160 3,740 4,140 3,610 4,060 3,570 4,060 
140 2,740 3,300 3,670 3,170 3,590 3,120 3,580 
145 2,350 2,900 3,230 2,760 3,140 2,710 3,140 
150 1,990 2,520 2,820 2,380 2,730 2,330 2,730 
155 1,660 2,180 2,440 2,030 2,350 1,980 2,340 
160 1,850 1,700 1,990 1,650 1,990 
165 1,550 1,400 1,660 1,340 1,650 
170 1,270 1,110 1,050 1,340 
175 1,010 1,040 

360o142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Hydraulic Luffing Swingaway/
Stationary

26,000 lbs. 100%
24'-0"

360o142 ft.
Fixed lengths

33-56 ft.
72-88 ft

Hydraulic Luffing Swingaway/
Loads Luffing

26,000 lbs. 100%
24'-0"
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Constant improvement and engineering progress
make it necessary that we reserve the right to make
specification, equipment and price changes without
notice. Illustrations shown may include optional
equipment and accessories, and may not include all
standard equipment.

Americas
Brazil
Alphaville
Tel:  +55 11 3103 0200

Fax:  +55 11 4688 2013

Mexico
Monterrey
Tel:  +52 81 8124 0128

Fax:  +52 81 8124 0129

Europe, Middle East, Africa
Algeria
Hydra
Tel:  +21 3 21 48 1173

Fax:  +21 3 21 48 1454

Czech Republic
Netvorice
Tel:  +420 317 78 9313

Fax:  +420 317 78 9314

France
Baudemont
Tel:  +33 385 28 2589

Fax:  +33 385 28 0430

Cergy
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Fax:  +33 130 38 6085

Decines
Tel:  +33 472 81 5000

Fax:  +33 472 81 5010

Germany
Langenfeld
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Hungary
Budapest
Tel:  +36 13 39 8622

Fax:  +36 13 39 8622

Italy
Parabiago
Tel:  +390 331 49 3311

Fax:  +390 331 49 3330

Netherlands
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Tel:  +31 76 578 3999 

Fax:  +31 76 578 3978

Poland
Warsaw
Tel:  +48 22 843 3824

Fax:  +48 22 843 3471

Portugal
Alfena
Tel:  +351 229 69 8840

Fax:  +351 229 69 8848

Lisbon
Tel:  +351 212 109 340

Fax:  +351 212 109 349

Russia
Moscow
Tel:  +7 495 641 2359

Fax:  +7 495 641 2358

U.A.E.
Dubai
Tel:  +971 4 3381 861

Fax:  +971 4 3382 343

U. K.
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Tel:  +44 1 895 43 0053

Fax:  +44 1 895 45 9500

Sunderland
Tel:  +44 191 522 2000

Fax:  +44 191 522 2052

Asia – Pacific
Australia
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Tel:  +61 3 9 336 1300
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Fax:  +61 2 9 896 3122

China
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Xi’an
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Korea
Seoul
Tel:  +82 2 3439 0400
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Tel:  +63 2 844 9437
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